Blown fiberglass insulation
1/2" OSB sheathing with integrated weather barrier
Self adhered membrane tape all joints - prepare clean surface prior to installation
Clear cedar wood lap siding 4" TTW
1x3 wood furring 16" OC - vertical
Sealant - typ
3" high mesh vent between furring strips

Finish floor 3/4" subfloor
Firestop 2" spray foam insul
2x8 joist
2x4 knee wall
(2) 2" XPS rigid insulation
1/2" "TYPICAL" EXTERIOR SHEATHING - TYPICAL
(SEE SHEET A-5)
TAPE ALL JOINTS (HOR/VERT)
OF "TYPICAL" SHEATHING
(SHEETING TO BE WIPED CLEAN
PRIOR TO INSTALLATION / TAPE
TO BE ROLLED UPON PLACEMENT)
- TYPICAL ALL JOINTS

CONTINUOUS BEAD OF "TREMCO"
ACCOUSTICAL SEALANT AT FACE
OF TREATED 2X6 MUDSILL.
2 5/8" AND 6" BOLTS 32" OC AND
WITHIN 12" OF CORNER
(SEE SHEET A-5)
CONTINUOUS BEAD OF "TREMCO"
ACCOUSTICAL SEALANT BETWEEN
SILL SEALER AND 2X6 MUDSILL.
CONTINUOUS SILL SEALER.
CONTINUOUS BEAD OF "TREMCO"
ACCOUSTICAL SEALANT BETWEEN
"TYPICAL" AND BOTTOM PLATES.

FIRST FLOOR SLAB
ELEV 6'-6" (2.00m)

TOP OF SLAB
ELEV 6'-6" (2.00m)
3" HIGH WASH VENT BETWEEN
existing STRIPS - TYPICAL ALL CAVITIES
CONTINUOUS BEAD OF "TREMCO"
ACCOUSTICAL SEALANT BETWEEN
6mil POLY AND SILL SEALER.
CONTINUOUS BEAD OF "TREMCO"
ACCOUSTICAL SEALANT BETWEEN
TOP OF FOUNDATION AND 6mil POLY.

PROPOSED SLAB
ELEV 6'-6" (2.00m)

1" WIDE CONCRETE (2" ALL OVER)
COMPACTED FILL / UNDISTURBED SOIL
(5) LAYERS EPS ROOF INSULATION
LOW DENSITY - TYPE I
R=4.13/INCH
10" WIDE CONCRETE FOUNDATION WALL
1. 1/4" CONTINUOUS VENT SPACE
2. 1/8"" ZYPROM" SHEATHING
   (SHEETING TO BE WIPED CLEAN PRIOR TO INSTALLATION / 1/4"" TO BE ROLLED UPON PLACEMENT)
   - TYPICAL ALL JOINTS

TAPED OR "ZIPROM" SHEATHING

(1/4"" ROOFING MEMBRANE / 1/4"" DURATION OR EQUIVALENT)

TAPED ALL JOINTS (HORIZONTAL)

TAPED ALL JOINTS (VERTICAL)

1/2" INSULATION FIBERGLAS TYPICAL

1 1/4" "ZEIC" FASCIA - PAINTED

2 1/2" ROOFER FASCIA

METAL DRAIN EDGE

1/4" "ZEIC" ROOF BOARDS - PAINTED

1/4" "ZEIC" FASCIA - PAINTED

1 1/2" HORIZONTAL BLOCKING

(2) 2 1/2" STRIPS

1/2" DRYLUX WALLBOARD W/ WATERPROOF PAPER ANCHOR TYPICAL

(1) COAT VGC FREE PRIMER

(1) COATS VOC FREE UV/ACRA FINISH

BURIED CEMENT BOARD LAP SIDING

4" TIE - PAINTED

ALL EXTERIOR FINISHES FASTENED WITH STAINLESS STEEL FASTENERS

1/2" WOOD PLACING STRIPS

1/2" - VERTICAL